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1 . Appl |Cat|0n Caméra Numérique pour Microscope




2. |nSta||atIOn deS pI|OteS Digital Camera for Microscope

Found MNew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps you install software for:

ScopeTek MDC 200[USEZ.0)

\:Jl IF your hardware came with an installation CD
2 or floppy dizk. inzert it now.

What do you want the wizard bo do?

% |nstall the software automatically [Fecommended
™ Install from a list or specific location [Advanced)

Click Mest to continue.

< Black I MHest = I Cancel

Etape 1 : Insérer le cable USB dans le port USB2.0 du PC, et la caméra dans la
sortie trinoculaire (ou remplacer celle déja en pla  ce). A I'écran “Found New
Hardware Wizard” s’affiche. Poursuivre sur next OU a  ller directement a
I'étape 2.



2. InSta”aUOn pI|OteS Digital Camera for Microscope

Etape 2 : Insérer le CD dans le lecteur CDRom. Exéc uter AUTORUN. Un
écran d'installation se lance. Cliquer sur DCM35 (U  SB 2.0).
Cliguer plus tard sur SCOPEPHOTO pour installer le  logiciel de
traitement des images.

=101 x|

& ScopeTek NICZ00




2. InSta”aUOn pI|OteS Digital Camera for Microscope

Etape 3 : Une boite de dialogue se lance automatiqgu ement et controle

votre systeme d’exploitation. Il se peut que vous p
directement a I'étape 5.

InstallShield Wizard

Preparing to Install...

MDC 200 Setup 2 preparing the IngtalShield Wizard,
swhich will guide you through the program setup process,
Pleaze wait,

Checking Operating System Version
.

Cancel

assiez



2. InStaIIat|On pl|0teS Digital Camera for Microscope

Etape 4 : La boite de dialogue vous indique que vou s étes prét a installer.
Cliguez “Install” si tout est OK, cliquez “<Back” pour re venir en
arriere.

5 MDC200 - InstallShield Wizard x|

Ready to Install the Program ‘ 1

The wizard is ready to begin installation. =

Click, Install to begin the installation.

IF wou want ko reviesw or change any of your installation settings, click Back. Click Cancel to
exit Ehe wizard.

<Back Inetall | Cancel




2. InSta”a“On pI|OteS Digital Camera for Microscope

Etape 5 : Pour lancer, Cliquez le bouton “Next>",

fi§ DCM2Z00 - Installshield Wizard x|

Welcome to the InstallShield Wizard for
MDC 200

The InstallShisld(R.) Wizard will install DCM2Z00 on your
computer. To conkinwe; chick MNext,

WARNING: For Windows Vista, please insert
camera into your computer USB2.0 port first!!!

< Back | Mext & I Cancel
LN




2. InSta”aUOn pllOteS Digital Camera for Microscope

Etape 6 : Installation automatique des pilotesde ¢ améra.

fl& MDC200 - InstaliShield Wizard = 0] x|

Installing MDCZ00D ‘

The program Features you selected are being nstalled, —

Ad] Please wait while the InstallShield Wizard installs DOMZ00. This may take
[ e several minutes,

Stakus:

= Bach | Flext = | Cancel




2. InSta”aUOn pllOteS Digital Camera for Microscope

Etape 7 : Pendant l'installation, I'écran suivant p  eut apparaitre. Cliquez

“Continue Anyway” pour poursuivre. La présentation de I'écran
peut différer .
=10

LB DL Bl o fhware Installation

The program Fi
L] ‘_l., The zoftveare you are installing has not passed Windows Logo
L

Plea testing bo venify itz compatibility with 'Windows =P. [Tel me why
ﬁ e thiz testing is important. |
Stat Continuing your installation of this software may impair

or destabilize the comect operation of your system

either immediately or in the future. Microzoft strongly
T recommends that you stop this installation now and

contact the software vendor for software that has

passed Windows Logo testing.

cpack | mews [ concel |




2. |nSta||atIOn pl|0teS Digital Camera for Microscope

Etape 8 : Si la caméra est connectée, I'écran suiva nt peut apparaitre.
Cliquez “Continue Anyway” pour poursuivre.

i MDC200 - Install =]
Insta“:_ Y N o W Lo TaTal ‘ L
Hardware Installation
The | .
=]

C | E The zoftware you are inztalling for this hardware:
ﬂ L]

ScopeTek MDCZO0[USEZ.0O)

haz not pazzed Windows Logao testing to venfy its compatibility
with Windowsz =P. [T el me why thiz testing iz important, |

Continuing your installation of thiz software may impair
or deztabilize the cormrect operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Continue Anpway STOP Installation
Installshie [




2. InSta”a“On pI|OteS Digital Camera for Microscope

Etape 9: Conclusion, cliquez“Finish” pour achever l'in stallation. Le re-
démarrage de I'ordinateur est proposeé, acceptez.

i MDC200 - InstallShield Wizard P

InstallShield Wizard Completed

The Installshield Wizard has successfully installed MDC200,
Click. Finish bo exit the wizard,

= Back Finish Zancel




2. InSta”a“On pI|OteS Digital Camera for Microscope

Etape 10 : Suite a l'installation, les pilotes appa  raissent dans vos menus,
comme illustré ci-dessous.
*Revenir a I'étape 2, cliquez cette fois sur SCOPEPH OTO,
I'installation rapide se fait en quelques étapes, ¢ liquez sur
“ Finish” pour conclure.
* Lancez ensuite SCOPEPHOTO depuis les menus ou
directement depuis le raccourci placé sur votre bur eau.

@ Set Program Access and Defaulks

Location: CIWINDOW S system32

L__] Log OF Fehong...
@ Turn OFf Computer, ..

Windows XP Professional



2. InSta”a“On pl|0teS Digital Camera for Microscope

Etape 11: Pour vérifier que l'installation est cor  recte, clic droit sur “My
Computer” icbne sur le bureau et “Propriétés”.

Open
Explore
Search. ..
Manage

Map MNebwark, Drive.
Disconnect Nebwork Drive. ..

iCreake Shorkcuk
Delete
Rename

F'r‘u:npn*lzie::




2. InStaIIat|On pl|0teS Digital Camera for Microscope

Etape 12 : Affichage de la boite de dialogue propri  étés comme suit.

System Properties el
Syztemn Restore I Automatic Updates I Femaote
General | Computer M ame I Hardware I Advanced

System:

Microgoft ‘Windows =P
: Professional
i 'l ' ersion 2002
[1/ Service Pack 2
"~ Fiegistered ta;
_-'—-F— feibiang

ZlU
7B487-640-0059266-23021

Computer:
tdabile [ntel[R ] Pentium(F]
4 -t CPU 1.90GH=
785 MHz, 240 ME of Rk

] I Cancel Spply




2. InStaIIat|On pl|0teS Digital Camera for Microscope

Etape 13 : Cliquez “Device Manager” dans I'onglet “Hard ware” .
2| x|

Syztem Festore I Autarnatic Updates | R emaote
General I Computer M ame Hardwiare I Advanced

— Device Manager

. The Device Manager listz all the hardware devices ingtalled
- an your computer. Use the Device Manager to change the

properties of any device.

Driver Signing lets vou make zure that inztalled drivers are
compatible with Windows. “Windows Lpdate letz you set up
how windows connects to Windows Lpdate far drivers.

— Diniveers

Drriver Signing Windows Llpdate

—Hardware Prafilez

Hardware prafiles provide a way for you to set up and store
different hardware configurations.

Hardware Prafiles |

)4 I Cancel | Spply |




2. InSta”aUOn pl|0teS Digital Camera for Microscope
ol x]

File  Action Wew Help

- B S 2 A =R
=2 220

E Batteries

- iy Computer

[#]-e@ Disk drives

§ Display adapkers

2L, DVDJCD-ROM drives
@ Flappy disk contrallers
I M Floppy disk drives

Etape 14: So,us Imaging devices :g?ggg:;;;'jj;;i;ﬁ;s
repérer “ScopeTek DCM35
(USB2.0)”

- ;
-e,_;a- keyboards

[y Mice and other pointing devices
L Maodems

---.’-i'| Monikars

I ﬂ Metwork adapters

- B PCMCIA adapters

- Ports (COM & LPT)

- =% Processors

@% SCSI and RAID controllers

‘E' Sound, video and game conkrallers
-up Skarage volumes

w System devices

é Universal Serial Bus controllers




2. InSta”aUOn pl|0teS Digital Camera for Microscope
10/ x|

File  Action  Wew Help

colmE8 2 A

= 720
E Batteries
- i Computer
[+ e Disk drives
g Display adaphers
-l DVDICD-ROM drives
{@ Floppy disk controllers
_ﬂ, Floppy disk, drives
--ﬁ Human Inkerface Devices

=R &

Etape 15 : Clic droit et selectionner &2 IDE ATAJATAPI controlers
1] Y] [+ IEEE 1394 Bus host controllers
Proprletes' El_:il Imaging devices

C, -I-T:fel AIM=.  Update Driver...
‘_p Kevboards Disable

J Mice and ott Uninstall

-l Modems
g Manitars
8- WEEEY  properties
- [{ PCMCIA adafie
- Ports (COM & LPT)

(-4 Processors

@% 551 and RAID controllers

---‘E Sound, wideo and game controllers
uﬂ Storage wolurnes

¢ System devices

é Universal Serial Bus controllers

Scan Far hardware changes

|O|:uens properky = |




2. InStaIIat|On pl|0teS Digital Camera for Microscope

Etape 16 : Un ecran comme celui-ci apparait, lesin  formations dans
Device Status, montre le fonctionnement correct, ai  nsi que celles
cerclées en rouge

ScopeTek MDCZOD(USE2.0) Properties j 2| =|

Genetal | Diiver | Detais |

S SecpeTek MOCOUSE20 >

Device bype: Imagng devices
M arufacturen Hangzhou Scopetek Opto-Electric Co. Lid; hit
Location: Location 0 [#DICH00)

- Dewice stabuz
This device is working properly. =]

I yous are having problems with thes device. chck Troubleshoot o
shan lhve boubleshootes,

Device usage:;
]U's:e thiz device [enable) j




2. InSta”aUOn pI|OteS Digital Camera for Microscope

Etape 17: Vous trouvez les informations des pilotes camera dans
“Add or Remove Program” du panneau de configuration. (Si besoin)
clic droit pour obtenir I'information, c’est égalem ent ici que vous
pouvez supprimer le programme

& Add or Remave Programs =la] =|

Currenithy irestalied programs: T Sheow updsbes Soat, bz |pena -I
1) agera Systims ACDT Bodees

§5) tried(R) Exctreme Graphics Drives Soe  Z.16MB
D2 aoreesodt Office Professonsl Ediion 2003 Soe  204.00M8
§5) Mhcrorsaft Vil G-+ 200 Redistribut stle Sge  S.ZIMB
18 PRODUCT e See  LBIHG
{5 Pomsltak 5T fuscko E R
5 RedCyber LSB 1o StepMober Controder

B ScopaTek ScopePhobo 3,012 e 21.16M8
T Windovrs Driver Package - Hangehou Scopetel Opto-Electric Co. Lbd; bebp: v scopetek.oom| (MDC200) Image

(051042007 2,00
S Windorers Live Missseroer Sew 3107

[ WrR o chiver Sze L3




2. InStaIIat|On pl|0teS Digital Camera for Microscope

Etape 18. L'information s’affichera comme suit :

x
MDC200

Ilze the Following information ta get technical suppark Far

DCM200

Publisher: ScopeTek

Version: 1.00.0000

Contack; hktps v scopekek, com

Support Information: hibpe v, scopetek., com
Support Telephone:  003657135302355
Product Updates: hkkps ) v, scopekek, com

Commenks: hktps v, scopekek, com

If this pragrarm is not warking properly wou may _
reinstall it by clicking Repair, Repait




3. Régler la balance des blancs

1) Filmez une zone blanche de votre préparation avec  la camera;

2) Sélectionnez Setup->Video Source Properties... . Ap  puyez sur
le bouton “Auto White Balance”;

3) La camera réalise une balance des blancs automat ique dans
cette zone;

4) Ensuite, revenez sur votre preparation et travai  llez
normalement .



3. Régler la balance des blancs

Etape 1: Lancez ScopePhoto.

@ Set Program Access and Defaults

Location: CiiProgram Files) ScopeTek)ScopePhoto

Windows XP Professional



3. Reégler la balance des blancs

% scopePhoto i

File Wiew Options Window Help

EHI%E|@5§|@:‘|%

P Start Page

‘What can ScopePhote do for vou

&+ Openmage file
&+ PBrowsze Folder

Etape 2 : Cliquez sur votre caméra (Example“ScopeTek DCM35”)
pour lancer la vidéo.




3. Reégler la balance des blancs

T _loix
File Wiew Setup Capture Options  SWindow Help
S b | % B2 R[G5 Eh-| 5D Te| 6 O [ EHljsx Hl$ 6B

g ¥ideo [ScopeTek MDC200] N M 1 o = B
pe| 0 100 200 300 400 500 EO0 o0 200 300 1000|1100 |1200  [1300 |1400 1800 |16

Zone blanche

ook

oo

Echantillon observé

0os 0o 005 0o 0og

ooa

Etape 3 : Se placer sur une zone blanche,

==

=
=

|ScopeTek MDC200 |40 10000 == Pixel [Marker: (0, 0); Watermark: Move = (0, 0), Rotate = 0,000

A




3. Régler la balance des blancs

-Ioix
File View | Setup Capture  Options  Windaw Help

E,"'n| . Full screen Esc TC ﬁ@”mx j”45o/° L”(.}, ,Gv|@v|tﬁzv

View Propery ... N g N . ;IEIEI

pe | O Wideo Source Praperty. .. a00 E00 F00 200 a00 1000 [1100  |71200  |1300  [1400  |1800 |16

=) ‘Wideno Stream Format. ..

0og 0o 009 0og 0oF 0oe oo ook

00E

Etape 4 : Sélectionnez Setup->Video Source Property



3. Régler la balance des blancs

= ScopePhoto = I I:Ilil

File Wiew Setup Capture Cptions  Window  Help

k| b B @ Q% |- | SO TCI 88 O [ || 2 | RS Rl

B ¥ideo [ScopeTek MDC200]
ps| 0 100 200 300

l800  [900 (1000 (1100 (1200 [1300 [1400 | 1500

‘white Balance | Exposure | Color | Misc |

400 |500  [GO0 | 700

=

ook

Auto White Balance

R 2 128
[T}
=
G ] 125
B . 128

Tip: Befaore auto white balance, please make sure to move your
sample to let the Field with half sample area, half blank area.

PRI

16

]

0E

Etape 5 : R,G,B gains are 128,128,128. Pressez le b outon
“Auto White Balance”




3. Régler la balance des blancs
R

File Wiew Setup Capture Options  Window  Help

BH| % BB ®| 6|0 Tc é O |[ax Ellfes= Elid -6 -6 -5 -

ki ¥ideo [ScopeTek MDC200]
ps| 0 100 200 300

=lolx

1500 |16

l800 (900 (1000 [1900 |1200 |1300  |1400

wihite Balance | Exposure | Color | Misc |

400|500 |BO0 | 700

=

ook

Auto White Balance

oo

R i o3
(5]
=

= ] 128
= B fi 156

Tip: Before auto whike balance, please make sure to move your
sample to let the Field with half sample area, half blank area.

005

0o

(] Cancel Apply

0os

ooa

[ u}

Etape 6 : R,G,B gains changent alors, par exemple a
93,128,156 et la couleur de la vidéo s’améliore




3. Reégler la balance des blancs

File Wiew Setup Capture Cphions  Window  Help
B 4 B G5 -|sD T @ O |[ax Fifs= Fld & -6 -5

B ¥ideo [ScopeTek MDCZ00] _ 5 i " _ - =loi =i
px |0 100 200 300 400 s00 GO0 Foo 200 00 1000 1100 1200 1300 1400 1500 16

wihite Balance I Ewposure | Color | Misc |

=

Auko White Balance

R | 3
(8]
=
(et 7} 128
B -} 156

Tip: Before auko white balance, please make sure ko move your
sample to let the field with half sample area, half blank area.

7~ ™\

Cancel Apply

oos

(A

Etape 7 : Si c’est OK, Appuyer “Ok” pour quitter A uto
White Balance. =
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3. Régler la balance des blancs

O
O
O

Etape 9 : Cependant, si vous changez les propriétés  de la
couleur , vous devrez repartir a I'etape 3 etreali  ser
Auto White Balance a nouveau.
































































































Couches et dessins



Ajouter une
couche

Layer and Draw



Nommer la couche et définir les
couleurs



-

L’outil dessin s’affiche a I'’écran

— —?

La nouvelle
couche est
genérée



Mesure d’angle



Modifier I'angle et la couleur



Actuellement I'angle a été changé
et la couleur est devenue rouge






Ajuster pour un groupe



Le réglage s’applique alors a toutes les nouvelles
lignes



Changer 'unite, passer I'angle en degre



Maintenant l'unité de I'angle est en degré



Ajuster la couleur sur polygone (groupe)






AN

Afficher Draw Manage pour
montrer les informations de I'objet



Le “manager de dessin”
est affiche



\ =

Option d’'impression de la couche
de dessin



Préférences



Apercu avant impression



Apercu avant impression : résultat



File Save as
Fichier : enregistrer sous

Sélectionner .sft format pour sﬁler les informatio ns du dessin avec I'image



Exporter les données dans I'image
(définitif, pas de retour arriere)



Export données vers Excel (données seulement)






Export données vers HTML (données seulement)






Réalisation de I'image



Echelle des gris

Image Processino



Image Processino



Gamma

Image Processino



Ajuster gamma

Image Processino



Ajuster gamma

Image Processino



Ajuster la grille

Image Processino



La grille est affichée

Image Processino



Opérations de filtre

Image Processino



Amelioration de I'image

Image Processino



Amélioration des contours

Image Processino



Ajustements divers

Image Processino



Kernel

Image Processino



Gamme

Image Processino



Ajuster la gamme

Image Processino



Ajuster la gamme

Image Processino



Segmentation

Image Processino



Image Processino



Binaire

Image Processino



Ajuster

Image Processino



Pseudo couleur

Image Processino



Ajuster pseudo couleur

Image Processino



Diffuser

Image Processino



Ajuster diffuser

Image Processino



Pixelisation

Image Processino



Ajuster pixelisation

Image Processino



Rechercher des images



Image Browse



Image open






